


The workpiece of this machine is held by the chuck center support on the left side of the machine, and the 

Suitable for machining long center holes (concentric holes) of large-diameter workpieces

40mm~300mm

spindle is located on the right part.  Depending on the shape, use, and required degree of the workpiece, there 
are a tool fixed workpiece rotation method and a tool workpiece simultaneous rotation method.  A variety of 

The maximum workpiece size that can be clamped is φ500, and the maximum rotation of the workpiece isφ
800.  Especially suitable for hydraulic cylinders.  Machining military pipe fittings, oil drilling, machine spindles, 
hydraulic injection cylinders, wind turbine main shafts, marine diesel shafts and other products.

machining operations such as solid drilling, counterboring, trepanning, and full boring can be performed.

This model is fully automatic grinding for the gun drills 

1mm ~25mm

This grinding machine is a four-axis interacted equip-
ment, the left is the holding part of the gun drilling 
tools, the right part is the grinding wheel. A sensor 
focus on the length of the gun drills and discharge 
groove, positioning and then grinding start up. 

Compared with the traditional manual grinding, it is 
stable and tool life is consistent. The interface using 
man-machine dialogue mode, Easy to operate and 
easy to learn. 

ydraulic injection cylinders, wind turbine main shafts, marine diesel shafts and other products.

Tools categories for regrinding 

Diameter range 

No. of axis 

Length of tools 

Power of electric spindle 

Rotation speed range 

Grinding wheel maximum linear speed 

A stroke 

C stroke 

X stroke 

Y stroke 

Clamping nut 

Voltage / Watt / Hartz 

Dimension of machinery (LxWxH) 

Weight of machinery 

Ambient temperature 

Ambient humidity 

Coolant 

Range of coolant flowrate 

Oil pump motor voltage 
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℃

%

-

L/min

kw

Unit

gun drill

Φ1～Φ25

4 

Unlimited

2 

500 ~ 6000 

35 

360° 

-5°～ 100°

120 

200 

ER50 

220/4/50(60) 

1200*1000*1600 

670 

20~30 

45~80 

Non-water-soluble cutting fluid

0～ 24

0.37 

Single Spindle

SCGR-25


